BTS3012
Installation Guide 3 Space and Location Requirements of the BTS3012

Space and Location Requirements of the
BTS3012

The equipment layout must be reasonable, feasible, and neat. The BTS3012 cabinet installation
modes are single-cabinet installation, multi-cabinet installation, and BTS3012-BTS312 cabinet
installation.

Installation Requirements
e  You must not install more than one cabinet on one precast slab.

®  You can install the cabinet side by side or back to back. For the moistureproof purpose, the
cabinet must be at least 10 cm away from the wall.

[ noTE
Avoid installing the cabinet against the wall.
o  The cabinets can be installed side by side.
o Atleast 0.8 m wide of space must be reserved in front of the cabinet.

o  The cabinet must be as close as possible to the feeder window to reduce the length of the
feeder.

o  The levelness of the cabinets must be checked using a level bar. All the cabinets in the same
row must be in a horizontal line.

e  According to different positions of the installation holes, the BTS3012 cabinet base is
categorized into base A and base B. The installation modes vary with the bases.

Single-Cabinet Installation

Figure 3-1 shows the installation of a single BTS3012 cabinet with base A.
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Figure 3-1 Installation of a single BT'S3012 cabinet with base A (in mm)

24

-

370+1 450

> 800

Figure 3-2 shows the installation of a single BTS3012 cabinet with base B.

Figure 3-2 Installation of a single BTS3012 cabinet with base B (in mm)
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(1) Outline of the cabinet (2) M12 expansion bolt hole
(3) Front of the cabinet (4) Inner wall or reference object

Multiple-Cabinet Installation

Figure 3-3 shows the installation of multiple BTS3012 cabinets with base A.
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Figure 3-3 Installation of multiple BTS3012 cabinets with base A (in mm)

(1) Outline of the cabinet (2) M12 expansion bolt hole

(3) Front of the cabinet (4) Inner wall or reference object

Figure 3-4 shows the installation of multiple BTS3012 cabinets with base B.

Figure 3-4 Installation of multiple BTS3012 cabinets with base B (in mm)
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(1) Outline of the cabinet (2) M12 expansion bolt hole
(3) Front of the cabinet (4) Inner wall or reference object

BTS3012-BTS312 Cabinet Installation

Figure 3-5 shows the installation of BTS3012 and BTS312 cabinets with base A.
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Figure 3-5 Installation of the BTS3012 and BTS312 cabinets with base A (in mm)
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(1) Outline of the cabinet (2) M12 expansion bolt hole
(3) Front of the cabinet (4) Inner wall or reference object

Figure 3-6 shows the installation of BTS3012 cabinets and BTS312 cabinet with base B.

Figure 3-6 Installation of the BTS3012 and BTS312 cabinets with base B (in mm)

1 | : !
-l | il : i = |— 370t 00
|2 | | P ;
R [ S 7 A DR
3 457 +1 | 49141
-~ 600—>;<— 650 ———»
=800
BTS3012 BTS312
| ‘
[ T i e, oty lggeais owada ]
(1) Outline of the cabinet (2) M12 expansion bolt hole
(3) Front of the cabinet (4) Inner wall or reference object
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