Release date March 10, 2003
JackRabbit DVD player firmware (version 1.4) - CD-R/RW / DVD-ROM  Firmware (version P 1.3) Upgrade Readme File.

The JR32RWDV (“JackRabbit”) has two sets of firmware:

1. “Firmware Upgrade-Software” for the CD-R/RW / DVD-ROM operation.
The latest firmware update is: JR32_P13_P11.cvt embedded in flashtool J3.7.2.0
(Note: filename download action is 0303030034_fus.zip)

2. “Firmware Upgrade Software for DVD-Player” operation when connected to TV.
The latest firmware update is: “V1-4_26_11773.zip” 
(Note: filename download action is 0303070010_fud.zip)

Upgrade firmware versions will be made available for both product operations, specified above, simultaneously or separately.

The firmware versions in the JackRabbit can be upgraded independently from each other.    

When new firmware upgrades are available and you want to upgrade the firmware of the JackRabbit, we advise to follow the steps as described below.

Before you start reflashing the drive, determine the current firmware versions in your drive first. 

Go to www.philips.com/pcstuff , click on “Downloads” - enter model number “JR32RWDVK/00” or -/05 – select and click on “Firmware Upgrade - Readme File”.
When this file appears on your screen, print it and follow the procedures below:

Downloading flashtool and Firmware upgrade:

· Create a folder on drive C: (System Hard Disk) called “JackRabbit flash tool”

· Go to www.philips.com/pcstuff , click on “Downloads” - enter model number “JR32RWDVK/00” – select and click on “Firmware Upgrade Software”. 

· Download the file “Firmware Upgrade Software” and store it in the new  “JackRabbit flash tool” folder.
The downloaded file is called “FlashTool J3.7.2.0.zip”.

· Download “JackRabbit DVD player Firmware Upgrade Software" and store it in
the “JackRabbit flash tool” folder.
The downloaded file is called “V1-4_26_11773.zip”.

· After the above files have been downloaded, unzip both files “FlashTool J3.7.2.0.” and “V1-4_26_11773” and store the extracted files in the same folder 
“JackRabbit flash tool”.


Firmware upgrade for CD-R/RW / DVD-ROM Combo operation.
· In the “JackRabbit flashtool folder” open the “FlashTool J3.7.2.0 setup” file, install the flashtool program and follow the instructions displayed on the screen.
Immediately after installing the flashtool, the firmware update procedure in your CD- ReWriter drive will start.  We advise you follow the messages on the screen including the instruction to restart the system for disabling “Auto Insert Notification”.  

· After the restart of the PC system, the following message appears:
”The Auto Insertion Notification feature for a drive has been disabled, we highly recommend you to enable it and restart your system”.
Continue by clicking on “No”.

· Now, click on “Start”, select “Programs”, select “JFlashtool” and select “FlashTool”. Clicking on “Flashtool” starts the flash program. 
Follow the messages displayed on the screen.
In case there is a CD left in the JackRabbit the flash program will request you to remove the CD.

· It can happen that the JackRabbit door opens during the program start up.
Do not close it, but continue the process with the opened door and do not interrupt the process.
When the flash process is finished, ignore the “DISC IN indicator on your drive” message and click on “Next”.

· Restart the PC system and enable the “Auto Insert Notification” when requested.


Firmware upgrade for DVD Player operation when connected to TV.
· In the “JackRabbit flash tool” folder four files can be found as a result of unzipping the downloaded file “V1-4_26_11773.zip“. 
- autoboot.ab
- hfw.ab
- hws.ab
- romimage.ab 

· The above .ab files need to be copied and burned with a CD Creator application Software to either a CD-R or CD-RW disc as a data CD.

· Connect the JackRabbit with the S-VHS or CVBS cable to the corresponding TV connectors and with the power adapter to the mains.

· Select the TV channel belonging to the S-VHS or CVBS input.
Insert the CD, with the four .ab files (specified above), into the JackRabbit.

· When the disc is recognized by the JackRabbit, the message “Boot disc” appears on the TV screen and the firmware update process for the JackRabbit DVD-Player operation starts automatically.
Follow the instructions on the TV screen and continue the process by pressing the play button on the remote control. When the flash process has finished unplug the power cable and reconnect again 
Notes:
- Do not interrupt the firmware process during operation.
- If the JackRabbit does not start automatically, disconnect the power connector
   on the JackRabbit shortly and connect again.

