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COVER SHEET

01

SSP-001.05

KEY PLAN

NOTIFICATION:

INCIDENTS: AS PER 3310.2(7) OF THE NEW YORK CITY BUILDING CODE,
SITE SAFETY COORDINATORS, DESIGNATED PERSONS AND SITE SAFETY
MANAGERS MUST IMMEDIATELY REPORT INCIDENTS TO THE BUILDING
DEPARTMENT.  A CALL MUST BE MADE TO THE CALL CENTER
212-566-3199

INSTRUCTIONS TO REQUEST START OF WORK

FOR EXCAVATION ONLY

A CALL TO CALL CENTER 212.227.4416 24 HOURS BEFORE START OF
WORK THEN SEND THE BEST SQUAD THEIR 24 HOURS NOTIFICATION.

FOR ALL OTHER SITE SAFETY JOBS

24 HOURS BEFORE THE START OF WORK, ON COMPANY LETTERHEAD OR
E-MAIL (BEST@BUILDINGS.NYC.GOV), SEND A LETTER OF NOTIFICATION
TO THE BEST SQUAD AND A COPY OF THE PW2 (TO THE ATTENTION OF
BEST CHIEF)

CLOSEOUT INSTRUCTIONS

1. PARTIAL REMOVAL OF SIDEWALK SHEDS SHALL REQUIRE AN BEST
APPROVED / AMENDED PLAN AND NOTIFICATION TO THE BEST
SQUAD AS WELL AS AN INSPECTION BY THE BEST SQUAD UNIT

2. PERMANENT REMOVAL OF SIDEWALK SHEDS SHALL REQUIRE ONLY
NOTIFICATION OF BEST SQUAD AND AN INSPECTION BY THE BEST
SQUAD UNIT

3. REMOVAL OF SITE SAFETY FROM A CONSTRUCTION SITE REQUIRES
NOTIFICATION OF THE BEST SQUAD AND AN INSPECTION BY THE
BEST SQUAD UNIT.

DEPARTMENT SITE MONITORING DOES NOT RELIEVE ENGINEERS AND
CONTRACTORS OF THEIR PROFESSIONAL RESPONSIBILITIES.

BLOCK:

VERIFY ALL CONDITIONS IN THE FIELD. ANY DISCREPANCIES BETWEEN
THE ACTUAL CONDITIONS AND DRAWING, OR ANY USUAL CONDITIONS
SHALL BE REPORTED IMMEDIATELY

ALL WORK WILL COMPLY WITH ALL APPLICABLE SECTIONS OF CHAPTER
33 OF THE N.Y.C. BUILDING CODE AND O.S.H.A. 1926 STANDARDS FOR
CONSTRUCTION.

THIS PLAN HAS BEEN DRAWN AS A GUIDE TO COMPLY WITH BUILDING
DEPARTMENT 2014 CODES TO ENSURE THE SAFETY OF THE PUBLIC AND
WORKERS. IT IS THE CONTRACTORS RESPONSIBILITY TO PROVIDE ALL
SAFETY MEASURES REQUIRED BY LOCAL STATE AND GOVERNMENT
AGENCIES TO ASSURE A SAFE WORK PLACE.

PRIOR TO PERFORMING ANY WORK ON THE PROJECT ALL WORKERS
SHALL HAVE SUCCESSFULLY COMPLETED, WITHIN THE PREVIOUS FIVE
CALENDAR YEARS, A TEN HOUR COURSE APPROVED BY THE UNITED
STATES DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY AND HEALTH
ADMINISTRATION IN CONSTRUCTION INDUSTRY SAFETY AND HEALTH, OR
BY THE COMMISSIONER COVERING SUBSTANTIALLY THE SAME MATERIAL.
SUCCESSFUL COMPLETION OF SUCH TRAINING COURSE SHALL BE
EVIDENCED BY (A) PRESENTATION OF A BONA FIDE COURSE
COMPLETION CARD, (B) COPY OF SUCH CARD, (C) A TRAINER ROSTER,
ATTENDANCE RECORD OR OTHER DOCUMENTATION FROM THE
CERTIFIED TRAINER PENDING THE ISSUANCE OF SUCH CARD OR (D)
OTHER VALID PROOF WHICH MAY BE APPROVED BY THE COMMISSIONER.
SUCH EVIDENCE SHALL BE READILY AVAILABLE TO THE COMMISSIONER
UPON REQUEST.

ALL WORKERS EMPLOYED ON THE SITE WILL RECEIVE A SITE SPECIFIC
SAFETY ORIENTATION PROGRAM. THIS PROGRAM SHALL INCLUDE A
REVIEW OF ANY HAZARDOUS ACTIVITIES OF THE JOB THAT ARE
RELEVANT TO THE TASKS AND ACTIVITIES TO BE PERFORMED. ALL
WORKERS MUST ATTEND SUCH A PROGRAM NO LATER THAN 7 DAYS
AFTER COMMENCING THEIR EMPLOYMENT.

DRAWING LIST:

EMERGENCY TELEPHONE NUMBERS:PROJECT INFORMATION:

BEST SQUAD
(NEW YORK, NY)

D.O.B.
(MANHATTAN, NY)

D.O.T.
(MANHATTAN, NY)

AMBULANCE
(LOWER EAST SIDE)

(212) 393-2404

(718) 802-3675

(718) 839-7250

(212) 964-6217
OR 911

POLICE PRECINCT HOUSE
(1ST PRECINCT)

(212) 334-0611
OR 911

LOCAL FIRE HOUSE
(ENGINE 10 LADDER 10)

(718) 999-2000
OR 911

LOT:

ZONE:

MAP NO.:

NO.OF STORIES:

HEIGHT OF BLDG.:

COMMUNITY BOARD:

BIN:

DOB APPLICATION NO.

0051

07

C5-5

121186885

12B

27

433'-0"

101

1001032

CONTRACTOR
(HUNTER ROBERS)

(212) 321-6800

SAFETY MANAGEMENT:
(MENOTTI ENTERPRISE) (718) 671-6260
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LEGEND:

SYMBOLS NOTES

ADJACENT PROPERTY (N.I.C.)

PROPERTY LINE

PEDESTRIAN TRAFFIC

BUILDING ENTRY / EGRESS

EXISTING STREET SIGN LOCATION

EXISTING FIRE HYDRANT LOCATION

PEDESTRIAN VEHICULAR TRAFFIC

CONSTRUCTION VEHICULAR TRAFFIC

12' HIGH CONSTRUCTION FENCE [DETAIL
1,SSP-600]

48" HIGH GUARDRAIL SYSTEM  [DETAIL
3,SSP-600]

32" HIGH  TRAFFIC BARRIERS W/ 60"
CONSTRUCTION FENCE [DETAIL 5, SSP-600]
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- A MINIMUM OF TWO MEANS OF EGRESS WILL BE
MAINTAINED AT ALL TIMES (LOCATIONS WILL VARY DUE
TO WORK LOCATIONS.

- PROJECT INFORMATION SIGN  SHALL BE PLACED ON
EACH PERIMETER OF A CONSTRUCTION SITE FRONTING
A PUBLIC THOROUGHFARE.

- NO SMOKING AND NO ENTRY DUE TO CONSTRUCTION
SIGNS SHALL BE POSTED AT EACH POINT OF ENTRY TO
THE SITE.

- NOISE AND DUST DURING CONSTRUCTION SHALL BE
KEPT TO A MINIMUM AND COMPLY WITH DEP
REGULATIONS.

- ALL TRAFFIC BARRIERS IN THE STREET MUST COMPLY
WITH DOT REGULATIONS AND MANUFACTURES
SPECIFICATIONS

- NO CRANE OPERATIONS TO START UNTIL THE SITE
SAFETY PLAN IS IN COMPLIANCE WITH LATEST
APPROVED CN, OW “LIMITED USE” & MASTER RIGGER
OPERATIONS.

- BUILDING IS LESS THAN 40,000 S.F. NO MORE THAN 1
WATCH PERSON IS REQUIRED

SCALE: 1/16" = 1'-0"

SUPERSTRUCTURE BELOW
75'-0" ( 4TH FLOOR)
P/M HOIST OPTION

SSP-121.01

FLAG PERSON AS REQUIRED

- HYDRAULIC
- MAN LIFT
- SCISSOR LIFT
- EXCAVATOR
- BOOM PUMP
- WINCH
- SPRAY FIREPROOFING PUMP
- TOWER CRANE
- PM HOIST OPTION
- SPYDER MINI CRANE

LIST OF EQUIPMENT ( NOT LIMITED TO):

GENERAL NOTES:

G GUARD BOOTH

EXISTING STREET LIGHT

NEW FOUNDATION WALL / COLUMN

FOUNDATION FOOTING

INFO.
PANEL

PROJECT INFORMATION PANEL [DETAIL
04, SSP-600]

CON ED

LOCATION OF EXISTING BRIDGE

DOT APPROVED NO PARKING LANE

MTA GRATES ON SIDEWALK

LOCATION OF NEW CON ED VAULT

M MAILBOX

PEDESTRIAN / VEHICULAR REDIRECTION
SIGNAGE

CRANES TO BE USED:

FACCO M44OD  (TOWER CRANE)
MAX R=135'-8"  LOCKED POSITION R=73'-10"
TAILSWING = 27'-7"

14'-0" HIGH SIDEWALK SHED  [DETAIL 6,
SSP-600]

ROOF  PROTECTION [DETAIL 8, SSP-600]

FULL HEIGHT VERTICAL NETTING [DETAIL
9, SSP-600]

AMENDMENT PAA-5

5.1 ADDITION OF OVERHEAD PROTECTION

5.2 FULL HEIGHT VERTICAL NETTING DESIGNATED

5.3 ADDITION OF MINI CRANE DESIGNATED ON SSP-135

5.1

5.1

5.1

5.2

5.2

5.2

5

5.2

AMENDED PLAN
APPROVED

John Young, RA

08/31/2018
BEST SSP
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- ALL TRAFFIC BARRIERS IN THE STREET MUST COMPLY
WITH DOT REGULATIONS AND MANUFACTURES
SPECIFICATIONS

- NO CRANE OPERATIONS TO START UNTIL THE SITE
SAFETY PLAN IS IN COMPLIANCE WITH LATEST
APPROVED CN, OW “LIMITED USE” & MASTER RIGGER
OPERATIONS.

- BUILDING IS LESS THAN 40,000 S.F. NO MORE THAN 1
WATCH PERSON IS REQUIRED

SCALE: 1/16" = 1'-0"

SUPERSTRUCTURE ABOVE
75'-0" ( 27TH FLOOR)

SSP-130.01

FLAG PERSON AS REQUIRED

LIST OF EQUIPMENT ( NOT LIMITED TO):

GENERAL NOTES:

G GUARD BOOTH

EXISTING STREET LIGHT

NEW FOUNDATION WALL / COLUMN

FOUNDATION FOOTING

INFO.
PANEL

PROJECT INFORMATION PANEL [DETAIL
04, SSP-600]

CON ED

LOCATION OF EXISTING BRIDGE

DOT APPROVED NO PARKING LANE

MTA GRATES ON SIDEWALK

LOCATION OF NEW CON ED VAULT

M MAILBOX

PEDESTRIAN / VEHICULAR REDIRECTION
SIGNAGE

CRANES TO BE USED:

14'-0" HIGH SIDEWALK SHED  [DETAIL 6,
SSP-600]

ROOF  PROTECTION [DETAIL 8, SSP-600]

LOCATION OF STATIC HORIZONTAL
NETTING  @ 27TH FLOOR IN LIEU

SP LOCATION OF STANDPIPE

FACCO M44OD  (TOWER CRANE)
MAX R=135'-8"  LOCKED POSITION R=73'-10"
TAILSWING = 27'-7"
WEATHERVANE RADIUS = 62'-0

- HYDRAULIC
- MAN LIFT
- SCISSOR LIFT
- EXCAVATOR
- BOOM PUMP
- WINCH
- SPRAY FIREPROOFING PUMP
- TOWER CRANE
- PM HOIST OPTION
- SPYDER MINI CRANE

FULL HEIGHT VERTICAL NETTING [DETAIL
9, SSP-600]

AMENDMENT PAA-5

5.1 ADDITION OF OVERHEAD PROTECTION

5.2 FULL HEIGHT VERTICAL NETTING DESIGNATED

5.3 ADDITION OF MINI CRANE DESIGNATED ON SSP-135

5.1

5.2

5

5.2

5.1

5.2

AMENDED PLAN
APPROVED

John Young, RA

08/31/2018
BEST SSP



TOWER CRANE
LOCATION

T
R

IN
IT

Y
 P

L

7 STORY
COMMERCIAL

BUILDING
78 TRINITY PLACE

BLOCK: 51  LOT: 13
ELEV. ±75'-0"

27 STORY
COMMERCIAL

BUILDING
2 RECTOR STREET

BLOCK: 51; LOT: 01; ELEV. ±334'-0"

P
A

R
K

IN
G

 L
A

N
E

B
U

S
 L

A
N

E

BULKHEAD
ELEV. ±85'-0"

BULKHEAD
ROOF

ELEV. ±85'-0"

B
U

L
K

H
E

A
D

E
L

E
V

.
±

8
5

'-0
"

MECH. MECH.

19'-0"
SIDEWALK

WIDTH

±10'-0"
PK LN.

±10'-0"
DR LN.

±10'-0"
DR LN.

±10'-0"
BUS

LANE

6TH FLOOR
2 RECTOR STREET

ELEV. ±55'-0"

±140'-0"

PROPERTY / LOT LINE M
T

A
 T

R
A

IN
E

N
T

R
A

N
C

E

B
U

S
 L

A
N

E

±20'-0"
LANE

CLOSED

P
A

R
K

IN
G

 L
A

N
E

P
A

R
K

IN
G

 L
A

N
E

P
A

R
K

IN
G

 L
A

N
E

M

±15'-0"

LANE

CLOSED

PROPERTY LINE

1
0

8
'-0

 1
/2

"

P
R

O
P

E
R

T
Y

 / L
O

T
 L

IN
E

1
3

2
'-7

"
P

R
O

P
E

R
T

Y
 / L

O
T

 L
IN

E

C
O

N
 E

D
V

A
U

L
T

15'-11"

SIDEWALK

WIDTH

G
R

E
E

N
W

IC
H

 S
T

31'-9"

ROADWAY

G
EXISTING BRIDGE
(NO PEDESTRIAN
ACCESS)

27TH FLOOR
LEVEL

ELEV: ±401'-4"

27 FLOOR
2 RECTOR STREET

 ELEV. ±334'-0"

E
L

E
V

. 
S

H
A

F
T

18TH FL.
ELEV: ±255'-10"

8TH FL.
ELEV: ±105'-1"

8
T

H
 F

L
.

E
L

E
V

: 
±

1
0

5
'-1

"

7TH FL.
EL: ±90'-10"

8TH FL.
ELEV: ±105'-1"

5TH FL.
EL: ±62'-4"

E
L

E
V

. 
S

H
A

F
T

5
T

H
 F

L
.

E
L

: 
±

6
2

'-4
"

DN

UP

DN

LOCATION OF 1
MEANS OF EGRESS
( BC 3303.11)

LOCATION OF 1
MEANS OF EGRESS

( BC 3303.11)

LOCATION OF P/M HOIST
SURROUNDED BY
CONSTRUCTION FENCE
AT GRADE ( ELEVATOR
IN READINESS FOR FDNY
USE BC 3303.12)

LOCATION OF STATIC
HORIZONTAL NETTING
@ 26TH FLOOR IN LIEU
OF ROOF PROTECTION
( PENDING APPROVED
CCD-1) AT 2 RECTOR
STREET

SP

LOCATION OF
STANDPIPE

RUNWAY

TOWER

STARTING

7TH FL.

LOCATION OF STATIC
HORIZONTAL NETTING
@ 26TH FLOOR IN LIEU
OF ROOF PROTECTION
( PENDING APPROVED
CCD-1) AT 2 RECTOR
STREET

LOCATION OF
HORIZONTAL NETTING
AS PER BC 3308.6
[DETAIL 10, SSP-600]

LOCATION OF
HORIZONTAL
NETTING AS PER
BC 3308.6
[DETAIL 10,
SSP-600]

LOCATION OF MAST
CLIMBER BEGINNING ON
8TH FLOOR

S
T

A
G

IN
G

E
L

E
V

. 
0

'-0
"

LOCATION OF SPYDER MINI
CRANE URW095 ( PER ENGIN.
DWG) SURROUNDED HIGH
BARRIERS / CAUTION TAPE
ALT 2. # 140791944

1
5

'-0
"

C
.A

.Z
.

1
5

'-0
"

C
.A

.Z
.

15'-0"
C.A.Z.

NOTE:
MINICRANE TO BE LOCATED ON EACH
LEVEL, MAY BE RELOCATED 20' FROM
THE EDGE OF SLAB. CAZ AREA WILL BE
15' FROM THE EDGE OF SLAB AND SHALL
BE SURROUNDED BY BARRIERS /
CAUTION TAPE. LOCATIONS WILL VARY
ACCORDING TO APPROVED ALT.2
140791944 ENGINEERED DRAWINGS,
WHICH ARE TO BE KEPT ON SITE AT ALL
TIMES.

C.A.Z.

C.A.Z.

HORIZONTAL NETTING / MINI CRANE LOCATION DIAGRAM

LEGEND:

SYMBOLS NOTES

ADJACENT PROPERTY (N.I.C.)

PROPERTY LINE

PEDESTRIAN TRAFFIC

BUILDING ENTRY / EGRESS

EXISTING STREET SIGN LOCATION

EXISTING FIRE HYDRANT LOCATION

PEDESTRIAN VEHICULAR TRAFFIC

CONSTRUCTION VEHICULAR TRAFFIC

12' HIGH CONSTRUCTION FENCE [DETAIL
1,SSP-600]

48" HIGH GUARDRAIL SYSTEM  [DETAIL
3,SSP-600]

32" HIGH  TRAFFIC BARRIERS W/ 60"
CONSTRUCTION FENCE [DETAIL 5, SSP-600]

SITE SAFETY PLAN FOR :

THE RECTOR CHURCH-WARDENS AND VE
120 BROADWAY, 38TH FLOOR
NEW YORK, NY 10013
CONTACT: RICHARD GLADSTONE
(212)-602-0867
RGLADSTONE@TRINITYWALLSTREET.ORG

OWNER

SAFETY DESIGNER

CONTRACTOR
HUNTER ROBERTS CONSTRUCTION GROUP
55 WATER STREET 51ST FL
NEW YORK , NY 10041
CONTACT: KEVIN BARETT
PHONE: (212) 321-6800
LICENCE: 032144

NEW 27 STORY
BUILDING AT
68 TRINITY PLACE
NEW YORK, NY 10006

MENOTTI ENTERPRISE LLC
1816 TRAFALGAR PLACE
BRONX, NY 10460
CONTACT: MICHAEL MENOTTI
PHONE: (718) 671-6260

SAFETY MANAGEMENT

NO. REVISION: DATE:

00 INITIAL CLIENT SUBMISSION 12/22/2016

DRAWING TITLE

SEAL AND SIGNATURE

DOB APPROVAL SEAL

DATE:

DRAWING No.:

PROJECT No.:

DRAWN BY: A.R.

CHECK BY: S.R.

PAGE No.:

16000-30

11-11-2016

09

BLOCK:
0051

LOT:
07

ZONE:
C5-5

MAP:
12B

STORIES:
27

HEIGHT
433'-0"

CB#
101

BIN:
1001032

DOB#
121186885

01

02

03

04

05

06

07

PAA-1 02/02/2017

MENOTTI ENTERPRISE LLC
1816 TRAFALGAR PLACE
BRONX, NY 10460
CONTACT: MICHAEL MENOTTI
PHONE: (718) 671-6260
SSM:
LICENCE:

PAA-2 09/26/2017

PAA-3 12/08/2017

PAA-4 03/21/2018

PAA-5 07/02/2018

04

- A MINIMUM OF TWO MEANS OF EGRESS WILL BE
MAINTAINED AT ALL TIMES (LOCATIONS WILL VARY DUE
TO WORK LOCATIONS.
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REGULATIONS.
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WITH DOT REGULATIONS AND MANUFACTURES
SPECIFICATIONS

- NO CRANE OPERATIONS TO START UNTIL THE SITE
SAFETY PLAN IS IN COMPLIANCE WITH LATEST
APPROVED CN, OW “LIMITED USE” & MASTER RIGGER
OPERATIONS.

- BUILDING IS LESS THAN 40,000 S.F. NO MORE THAN 1
WATCH PERSON IS REQUIRED

SCALE: 1/16" = 1'-0"

HORIZONTAL NETTING /
MINI CRANE LOCATION
DIAGRAM

SSP-135.01

FLAG PERSON AS REQUIRED

- HYDRAULIC
- MAN LIFT
- SCISSOR LIFT
- EXCAVATOR
- BOOM PUMP
- WINCH
- SPRAY FIREPROOFING PUMP
- TOWER CRANE
- P/M HOIST
- SPYDER MINICRANE
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FACCO M44OD  (TOWER CRANE)
MAX R=135'-8"  LOCKED POSITION R=73'-10"
TAILSWING = 27'-7"

14'-0" HIGH SIDEWALK SHED  [DETAIL 6,
SSP-600]

ROOF  PROTECTION [DETAIL 8, SSP-600]

LOCATION OF STATIC HORIZONTAL
NETTING  @ 27TH FLOOR IN LIEU

SP LOCATION OF STANDPIPE

LOCATION OF HORIZONTAL NETTING AS
PER BC 3308.6  [DETAIL 10, SSP-600]

FULL HEIGHT VERTICAL NETTING [DETAIL
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05

06

07

PAA-1 02/02/2017

MENOTTI ENTERPRISE LLC
1816 TRAFALGAR PLACE
BRONX, NY 10460
CONTACT: MICHAEL MENOTTI
PHONE: (718) 671-6260
SSM:
LICENCE:

PAA-2 09/26/2017

PAA-3 12/08/2017

PAA-4 03/21/2018

PAA-5 07/02/2018

07

TYPICAL DETAILS

SSP-600.02

CONTRACTOR SIGN4
SCALE: 3/4" = 1'-0"

FENCE (BY OTHERS)1
SCALE: 3/8" = 1'-0"

CONTRACTORS GATE2
SCALE: 3/8" = 1'-0"

48" HIGH GUARDRAIL3
SCALE: 3/8" = 1'-0"

64" FENCE ON BARRIER5 SCALE: 1/2" = 1'-0"

SIDEWALK SHED6
SCALE: 1/4" = 1'-0"

SHED SIGN7
SCALE: 3/4" = 1'-0"

ROOF PROTECTION8
SCALE: 1" = 1'-0"

FULL HEIGHT VERTICAL NETTING9
SCALE: 1/4" = 1'-0"

HORIZONTAL NETTING10
SCALE: 3/8" = 1'-0"

AMENDMENT PAA-5

5.1 UPDATED TYPICAL DETAILS

5

AMENDED PLAN
APPROVED

John Young, RA

08/31/2018
BEST SSP
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